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Water Heater Troubleshooting & Repair
(Suburban)

This guide is intended to assist Heartland Owners in troubleshooting and repairing common failures

of the Suburban Water Heatemth i s document doesn’t specButfically
since Atwood units work in a similar way, the document may be useful to some extemtwitod

Water Heaters.

Important Notices

Who created this document?

This document has been creatbg Heartland Owners independently of the
Heartland RV Company, and is posted to the Heartland Owners Forum as g
service to the owner community.

Errors and Omissions

Because the authors are Heartland owners, not engineers or service technig
i t ' s lehat this dobument could contain errors or omissions. Readers g
advised to also review the manuf acg
complete information and guidance.

Limitations on Using this Document

1 This document may not be modified or sold

1 It may not be posted on the internet without permission.

9 Other websites may link to the page from which the document may 4
downloaded, but may not link directly to the document without
permission (search engines excluded).

Contact Information

Questions and comments may be directechtanuals@heartlandowners.org
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Water Heater Troubleshooting & Repair
(Suburban)

This guide is based on the Suburban Water Heater commonly found in most Heartland RVs.

CAUTIONEIectricityis dangerous Many of us are comfortable with checking 110V AC and 12
DC circuits and are confident we can do so without damaging the circuits or causing injury td
ourselves. If you are not comfortable around electrical circuits, you should consider letting a
certified technician diagnose and correct the problem.

Troubleshooting Electric Mode

CAUTIONL G Q& ONRGAOFffe& AYLRNIIYyd GKIG e2dz OKS
2y GKS mmn:t KSIG® L¥ (KS NDwaoutyety qdidklyi ssd\Ndill havét§
be replaced.

Electric Switches

Main 110V Power Switch

The main 110V switch is operated just like a light switchraastwill illuminate when power flows
through the switch. If the light switch normally does lighp, but is not lighting upow, there may be a
loose connection on the back of the switch, or the 110V circuit breaker may have tripjoed.that
some newer models may use a rocker switch for electric operation.

Secondary 110V Power Switch

Again, ii @raically important that you check that the water heater is full of water before turning on
0KS mmnz KSI G ter, thelh@ating &lesniids llBurnyde vegy lquickly and will have to be
replaced. Of course, even if your trailer is in warranbyrning out the electric element onsidered
user error whichis not covered by the warrangggainst manufacturing defects

I f you' re not sure how to check for water in the

Thesecondary 1108witch is a rocketype that can be pinned in the OFF pgmsi with a small cotter
pin. On a new trailerotturn it onthe first time you have to remove the cotter pin and rock the switch
to the ON position.

You can leave the switch ON permanentBut be awar¢hat when you winterize, the water heater

tank will be emptied, and if subsequently, a visitor turns on the inside 110V switch, the element will be
runed.{ 2 6 KSYSOSNI GKS 6FGSNI KSFGSNI Gyl A& SYLIWGASRZ
to the OFF position.
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The secondary switch is accessed by removing the cover from the back side of the water Tibater.
location on the RV will vary, but it will look something like this.

On the Suburban,wt h 't he cover of f, ‘hithe bottomfeftcomert he second

(T x #AT ) 4Al1l )& 4EAOA8O 7AO0A0 ET OEA 7AC
First, check that the Water Heater Bypass is in the normal operating positioomaBytrailers, there is

a diagram on the basement storage datrowing normal and bypass setting you have a Universal

Docking Center (UDC) for water connections, the Water Heater Bypass is probably located in the UDC.

On other trailer configurations, the bypass valve will usually be inside, near water camseittithe

water heater, accessible by way of a drawer or panel.

Second open a faucet and check that water flows equally when the faucet is full to Cold and full to Hot
settings.

CAUTIONIf the water heater is in bypass mode, checking water flow will be misleading.
bypass mode, with an empty water heatethe cold watersupplywill flow through both

the hot and cold lines.

If not certainwhether in water heaterbypass modecarefullyopen the temperature/
pressure relief vive. Withcity water flowing, or the pumppumping water, when the
water heater is full, water will come out of the relief veé. Exercise care If hot water is
released,you could be scalded

Whil e you're checking t hi ndhewerthatthefaicets are tarned déff. y ou h a
If you leave them open, hot and cold water will mix and you will get lukewarm water from other faucets.
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Testing the 110V Circuit to the Heating Element

First of all, make sure that both 110V switches are turnedTre primary switch if it normally lights

up,s houl d be [ it. I f 1t’s not | it, the circuit bre
on the back of the light switch.

In normal operation, there is a thermostat that determines when to turn onhating element and
closes the 110V circuit to the heating elemeastthe water cools When the water is hot, the
thermostat opens the electrical <circuit so that t

If the thermostat fails to open the circuit, the water tenmagure will continue to increase. To avoid a
dangerous ovetemperature ondition, a second sensacalled a HLimit or Electric Cut Off (ECO) opens
the electrical circuit to the element. &hswitchthen stays openinterrupting power to the heating
elementuntil you press the RESET button. Tfiehand button is the electric circuit reset and thght-
hand is the LP reset.

If both power switches are ONyut the electric element is not heating the watg@ressboth reset
buttons on the back of thevater heater.

I f pressing the reset ndnditatoothatthe thermastat mayhavalgdeor at i o n,
cut power to the heating elementThis wouldhave allowedhe water temperatureto reach too high a
level. The HiLimit/ECO switcis the failsafe device that cuts power when the thermostat fails to do so.

Repeated Over Temperature Shutdowns
If the heating element repeatedly shuts down and operation is restored by pressing the reset buttons,
the Thermostat assembly (including thelHinit/ECO switch) needs to be replaced.

CAUTION Never bypass the Hiimit/ECO or Thermostat. Doing so could result in an unsafe
condition causing property damage or personal injury.
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110V Wiring Diagram

This diagram shows the electric flow on th&ck of the water heater, through the secondary switch, to
the HiLimit/ECO, to the Thermostat, and then to the electric elemeyie that the black wire is hot,
and the white wire goes to neutral.

120 V.A.C. ONLY
DISCONNECT POWER SUPPLY BEFORE REMOVING COVER

SUBURBAN MANUFACTURING COMPANY, DAYTON, TENNESSEE CODE|CCLOR

120 VA.C SINGLE PHASE - 1440 WATT ELEMENT - 80 CYC LE BK |BLACK

TOTAL CONNECTED WATTS = 1440 - AMPS = 12 W |WHITE
Hi-

1™\ LIMIT i TSTAT

—' BK
| ]
sl s lecod
W

BK
2 ELECTRIC
© GROUNDING SCREW ELEMENT

IF ANY OF THE ORIGINAL WIRE AS SUPPLIED WITH THE HE ATER MUST
BE REPLACED, IT MUST BE REPLACED WITH 14 GA. 105°C WIRE OR IT'S

Hizlimit/ECO,

[ihermostat:

The left picture shows the reset buttons which can be pressed with the cover in place. The right picture
shows the HLimit/ECO and Thermostat assemblies with cover removed.lefttessemblyis for the

110V circuit and theight is for the 12V cingit to the LP side of the water heateY.oltage readings may

be taken on the wiring terminals for these devices. Note that the sensor olefthearries 110V AC and

the sensor on theight carries 12V DC.
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Electric
Element}
¥ il

The lefthand picture above shows the EldctElement Cover, held in place by 2 screws. After removing
the cover, use a Volt Meter set to 110V AC range to determine if 110V is reaching the electric element.

110V Not Getting to the Heating Element

If the volt meterR 2 S &lyoR 6i10V at the eledt element terminals, work backwards to determine
where the circuit has been interrupted. Test for voltage at the thermostat, and at the"ffECO
sensor.

If voltage is present at one side of thelkinit/ECO/Thermostatalice, but not at the otherand the
water is coolthat device willneed to be replaced.Turn off both power switchesnake sure thevater
is cool,and drain the water heater before replacing.

CAUTION Never bypass the Hiimit/ECO or Thermostat. Doing so could result in an unsafe
condition causing property damage or personal injury.

If there isNOpower oneither terminal of the HiLimit/ECO/Thermostat, check for power on both sides
of the secondary 110V switch when the switch is on. Turning the switch off should pitpawer
flow.

Relay Behind the Switch Panel

Beginning in 2012 or 2013, some trailers may have an interior water heater electric switch that uses 12V
DC instead of 110V AC. DC switches are typically rocker switches whereas AC switches are usually wall
type light switches. A 12V DC switch powers a relay that is probably located behind the switch panel.
The relay, when energized, supplies 110V AC to the water heater.

110V is Present at the Heating Element

If voltageat the heating elemeniscorrectfneasur ed from t he bl ack wire’s
that would usually mean the electric element is defective or burned out and needs to be replaced.

Before changing the element, you should do the additional tests that follow.
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Checking Resistance of the Heating Element
The heating element normally has a resistance of 1Z.®hms.Turnboth power switches off Before
proceeding usethe voltmeter to verify there is no voltage at the heating element.

CAUTIONIf you touch your meter lead to a hot wire (110V) while set to read continuity, you
could damage your meter and possibly injure yourself.

After verifying no voltage at the elememgmoveone of the heating element wires check the
resistance. Ifesistance is infinite (open) replace the element.

Check Neutral before Replacing the Element

Before replacing the elemeittased on finding voltage at the elemenbu shouldurn off power to the
water heater(both switches) and check continuity of the lite wire terminal (neutral), to the neutral
pin of the closest RV outlet (the larger pin in the outlet).

(110V) while set to read continuity, you could damage
your meter and possibly injure yourselBefore checking

I continuity, you should set the meter to 110V and verify
hot I

; ' CAUTIONIf you touch your meter lead to a hot wire

which pin is hot and which pin is neutralThen switch to
Ohms mode to check continuity.

Polarized, grounding,
120-volt receptacle

Replacing the Heating Element and Gasket

ReplacemenSuburbarheating elements may be purchased from most RV deadeisline.

Compatibleheating elements are also availaldemany bigoox hardware stores.The standard

element is 1440 watts. As of 2013, Suburban offers an element with a different compoittont wo n ' t
be damaged if turned on with no water in the water heater. When replacing the element on 2013 or

later water heaters, look for the newer type element.

Turn off both110Vpower swichesand theLP switckand make sure the water has cooled.
Followthe procedure later in this document to drain the water heater.

Remove the cover from the heating element.

Remove the wires from the heating elemaarid gently bend them back away from the opening
The gas burner assembly barrel blocks access to therfgeeliement. Before removing the
burner assemblyight a stove burner then shut off the LP supply at the &rkhe burner will go
out when the residual pressure is gonéhat step reduces gas pressure in the lines during
disassembly of the burner asseinb

a s wnN e
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6. The burner assembly (the barrel part) is likely the only thing needed to be removed and you may
not have to loosen any gas fittingShe gas tube & orifice should be resting in a hole in the end
of the burner.

7.Using a 7/ 16" wr errassémblybamemove t he burn

8. Using al-1/2” s o c k et oraspeacializedrtogdinch as the Camco 9883 Element Wrench,
rotate the heating element counteclockwise to loosen and remove if.stuck use penetrating
oil to loosen it.

9. Clean the mounting surfacghere the new gasket will be applied so that it makes good contact.

10. Install thenew gasket andiew heating element. Applyirg c oat i n g gedsaogheu mber ' s
new gasket will help prevent leaksse a product safe for rubber gasketf)sing antiseize on
the element threads will make it easier to remave elementin the future.

11. Tighten to compress the gasket, but do weer tighten

12. Reattach wires and replace the cover.

13. Reconnect the burner assemband be sure the gas fittings are tighkurn onthe gas supply,
test the joints with a soapy water spray before & during first lighting of the burner.

14. Install the anode rod anfill the water heater.

15. Test for correct operation.

CAUTIONPropane isxtremely dangerous Any time that gas fittings aréoosened or
NEY2BSRZ | FOGSNI NBAyadlfftAyakiAIKISYyAy3aS
gas leaks.
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Troubleshooting LP Mode

To operate in LP mode, turn on th&rocker switchin your control panel A small indicator light will
illuminate for about 15 seconds to let you know that the ignition sequence is underway. During the 15
seconds, the control board will attempt to purge air from the propane feed linetlagwill attempt to

light the propane 3 timesver the next 6 seconddf it fails, the water heater will lock the LP operation

for safety reasons and the light will stay on. To clear the lockout, turn the switch off for 10 seconds and
then turn on again to retry. Note that if the water in the tank is already heated, thiddg sequence

may not occur until the water coote less than 100 degrees.

Note: If the DC voltage falls below 12V, the water heater control board may not operate correctly,
causing a failure. This could easily happen while boon docking, but csaldadpen for other reasons.

CAUTIONPropaneis extremelydangerous Because of the explosive dangers involved with
propane, the advice presented here cannot go beyond simple checks of the propane opera
If the control board, ignition componentsgas valve, burner operation, or flame sensing
devices are suspected of failure, you should find a certified technid@iorrect the problem.

If you smell propanewhile trying to diagnose a water heater problen§TORand wait for the
propane to dissipate. If the smell continues, close both LP tank valves and get help.

Propane Supply

In order for the LP side of the Water Heater to function correctly, it needs 11 Water Column Inches of

propane pressure. Sintehi s is checked with specialized equi pn
calling in a certified techniciamho has the appropriate tools

One proxy for the specialized equipment is the RV Furnace. The furnace relies on good propane flow in

ordertooperate correctly. I f the furnace is operatir
practical to run the furnace, another proxy would
demanding on propane flow. The next choice woulddeheck at thaange topin the kitchen. If all

burners operate with normal fl ame, that’s a good

If You Suspect a Problem with Propane Flow
Besides an empty tankhé most common causaf poor prgpane flow are:

1 Tank valve opened too quickly, deploying the overflow protection device inside the tank.

1 Failing highpressure pigtail between tank and regulator.

1 Failing higkpressure regulato(Between the tank and the autchangeover regulator. Or"5
wheels, usually by thdoor sidetank.)

9 Failing autechangeover regulato

Close the valve on the tank being use@jt a few secondsand reopen it very slowly to reset the
overflow protection device. | f thelmatdchadgeawer n’ t r es o
regulator to the other LP tanénd slowly open that tank valve I f that doesn’t resol
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swap the position of the LP tanks to bypass a possible failingonggisure pigtail, ofailing high-
pressure regulator.

If none of hose actions resolve the problem, and you still suspect a problem with poor propane flow,
you may have to replace the autthangeover regulator.

Hi-Limit/ECO Switch and Thermostat Assembly

If the direct spark ignition is not operating, and there is therefoo attempt to ignite the propane
when the LP switch is turned oan over temperature condition may have occurrecess both reset
buttons. Try operating the LP switch again.

Checking the Hi-Limit/ECO Switch and Thermostat Assembly

If pressingthe# eset buttons doesn’t resolve the probl em,
check for 12V DC at the-Hmit/ECO Switch and at the Thermostat. If 12V DC is present on the top
connector, but not on the bottom connectoand water is coolthe HiLimit/ECO Switch / Thermostat

assembly needs to be replaced. Turn off all power switatiese the LP tank valvedrain the tank, and

replace the assembly. Then refill the tank and retry LP operation.
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Obstruction of the Air Intake
Check for evidencef insects or other foreign material blocking the air intake or burner tube Air Shutter.
Clean as necessary.

—

H :)_\ BurnerrubeJAigShutten

Other Problems with the LP Side of the Water Heater
Going further with LP diagnostics requires more specialized training than can safely be piowded
guide such as this At this point, you’l/ have to find a ce

Warranty

The water heater is warranted by SuburbaCheck the documentation that came with your trailer to
determine the lengttof warranty on the water heater and whether repairs will be covered by the
warranty.
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Changing the Check Valve

Some owners have experienced failed or broken check vaitrethe plastic units used on some
models. If the check valve cracks or breaks, water will leak into the basement and underbelly.
In addition, &ailed check valve may allow cold water or antifreeze (when winterizing) to enter
the water heater throughettinot water outlet. Aside from the expense of filling the water heater
tank with antifreezeantifreezecan damage the water heater.

To fix this issue many owner have replaced the plastic check valve with a brass check valve
("like this one from Camcg.'You may want to consider replacing the plastic valve early in the
life of your trailer, to prevent problems.

Note thatsomebrass plumbing fixtures contain a minute amount of lead left over from the
manufacturing process. While most authorities believdelied of leadcontentis not a

problem, stricter environmentauithorities believe that even minute amounts of lead should be
avoided in water supply equipmerit.this is a concern to you, you may want to skip this
modification.

In early 2013, Heartland began using brass check valves across the product linetéAlbatn
models that have 3 independent valves for the water heater bypass probably do not use a check
valve on the water heater hot water out connection.

Installing the new check valve is fairly simple.

Turn off both the electric and LP gas sources ®wlaterheater.

Relieve pressureemove theanode rodand drainthe water heater.

Remove the basement wall to gain access to the back side of the water heater.
Locate the Hot Water Outlet Port near the top of the water heater

PN PE
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5. Remove the wateiiie fromthe check valve. This can be done by hand.

6. Use a wrench toeamove the check valvedm the water heater Apply force gradually to avoid
possibly cracking the plastic check valve. The check valve may be brittle and could break easily
leavingdifficult to remove broken pieces.

7. If the old check valve has already broken, a nipple removal tool may Nghple removal tools
can be found in the sprinkler section of most Home Depot stolfethe plastic is not coming out
of the threads, a heksaw blade may helgdean the threads

8. Make sure thahreads of the water heateaire clearand that nothing is clogging the outlet.
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9. Installthe new cleck valve into the water heater. Use pipe dope or Teflon tape on all joints. A
male to male adapter (close nipple) will be needed if using the Camco check valve, but these are
easily found and any plumbing or hardware store.

11. Replace the anode rod, refill the freshwater system, and check for leaks.
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Routine Maintenance on the Water Heater

Draining the Water Heater / Winterizing

CAUTIONBefore draining the tank or changing the anode ratyn the water heater off and allow
the water to cool Then lift the pressure relief valve on the back of the heater before loosening the
rod. If you skip these steps, you could be scalded by hot watethe water pressure could cause the|
anode rod to be propelled away from the RV at high speed causing injury or property damage.

Turn off the water heater (110V and LP) and allow it to cool completely.

Turn off the secondary 110V switch on the batkhe water heater

Turn off the city water and the water pump.

Open hot and cold water faucets

Open the pressure relief valve

After pressure is relieved, use an anode rod removal wrench, or standard

1-1/ 16" s o ctaretate tive nue coenterclockwig and unscrew the anode rod.

Note that Atwood water heaters will have a drain plug, but no anode rod.

7. Allow the water to drain completely. You may want to take this opportunity to clean the
residue at the bottom of the water heater tank using a wandaeltted to your water hose.

8. If winterizing, turn the Water Heater Bypass control to the BYPASS position to prevent water
or RV antifreeze from entering the water heater tank.

9. You maywant to reinstall the anode rod/drain pluaf this time, using Teflon tapar
equivalent to prevent water leaks. Teflon tape will also make future removal ed@enot
over tighten

10. Atwood only The following is a quote from the Atwood Manual.

© g hswbhpE

AAfter draining the tank, becauwppxinafelyt he pl a
two quarts of water will remain in the tank. This water contains most of the harmful
corrosive particles. To remove these harmful corrosive particles flush the tank with
either air or water. Whether using air or water pressure, it may be applied through
the inlet or outlet on the rear of the tank or the Pressure Temperature Relief Valve. (If
using the Pressure Temperature Relief Valve the Support Flange must be removed).
The pressure will force out the remaining water and the corrosive particles. If you use
water pressure, pump fresh water into the tank with the assistance of the on-board
pump or use external water for 90 seconds to allow the fresh water to agitate the
stagnant water on the bottom of the tank and force deposits through the drain
opening. Continue repeating adding water and draining until the particles have been
cleared from the water remaining in the tank.o
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Anode Rod

Thewater in the tankcreates a chemical
reaction that can attack and destroy the
lining of the water heater. In order tarotect
the lining, a sacrificial anode rod is used. As
the rod is worn away, it will eventually need

to be replaced. A new anode rod costs about
$15, is available at most RV dealers, and from
ﬂcﬁm [iI!-ﬁ numerous online sellers, and can be installed
without any speial training. You will need a
1-1/ 16" socket to remove tF

Note: Atwood Water Heaters have adife Sy i Gl y]1 fAyAy3a GKIFG R2SayQid NB
will be a drain plug only.

CAUTIONBefore draining the tank or changing the anode radiyn the water heater off and allow
the water to cool Then lift the pressure relief valve on the back of the hediefore loosening the
rod. If you skip these steps, you could be scalded by hot water, or the water pressure could caus
anode rod to be propelled away from the RV at high speed causing injury or property damage.

See the procedure above for draining the water heater tank.

Using an anode rod removal wrench, or standard

1-1/ 16" socket wr enc klpckwiseanhdauhserewtthe anode vot. Beforalimserting
the new anode rod, wrap the threads of the rod with Teflon tape or equivalent to prevent water leaks.
This will also allow easier future remova&lo notover tighten.

Before you repl ageootdhe dermode rfdd,shi tous d@a he residu
tank. You’ || need a water hose with a narrow ext
RV dealer parts shops will carry an inexpeasbol made for this purpose.
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Anode Rod Life

You should inspect the ano d(#%erodddgrasiom ara yol gansee | f
the interior metal support, you should replace the element. If you empty the water heater when the RV
is notin use, you may prolong the life of the anode rod.

Keep in mind that a new anode rod is very inexpensive compared to the cost of a new water heater if
the inside lining is damaged because you let the anode rod wear out. For $15, you might just replace
the anode rod every year.

Seeping/Dripping
If the pressure relief valve on the back of the water heater seeps or drips water, you may have lost the
air pocket that is normally present at the top of the water heater. This can occur over time.

To reestablish tle air pocket, follow these steps.

1. Shut off the water heater (LP and electric)
2. If using city water, turn off the faucet. If on internal water, turn off the pump.
3. Open a hotvater faucet in the RV.

CAUTION: If the water is still hot, you could get scalded in the next step

Carefully open the pressure relief valve and allow water to flow out until it stops flowing.
Let the pressure relieve valve snap back to the closed position.

Close the hot water faucet and turn on the water supply.

Turn the watemheater on and check for normal operation.

N o s

If the seeping/dripping continues, the pressure relieve @advprobably defective
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Unpleasant sulphur or rotten -egg odor
For Suburban Water Heaters , the following is a quote from the Suburban Manual.

“ S u | wateucan be caused by a chemical action or by bacteria. The solution to eliminate is
chlorination of the water system. Add about six (6) ounces of chlorinated common household
liquid bleach to each 10 gallons in the water tank. Then run the chlorinas¢erthroughout

the system, opening each faucet one at a time until you smell the chlorine. Let the RV sit for a
few days and the chlorine should take care of the problem. Then you will need to take care of
the chlorine. Remove the chlorine by flushing gystem with fresh water. This may take several
attempts. You may consider adding a filtering system that removes chlorine and prevents
sulphur water. If the sulphur or rotten egg smell continues, flush the system once again as
described above andreplacen ode rod as necessary.’”

For Atwood Water Heaters , the following is a quote from the Atwood Manual.

1.

w

“ Orn off main water supply. Drain the water heater tank and reinstain plug. Remove the
pressuretemperature relief valve. Mix solution of 4 parts wehvinegar to two parts water.
With a funnel, carefully pour solution into tank.

Cycle water heater with the above solution, letting it run under normal operatidrtirhes.
Remove the drain plug and thoroughly drain all water from the tank.

Flush the vater heater to remove any sediment. You may flush the taitk air pressure or
fresh water.Pressuranay be applied through eithehe inlet or outlet valves on the rear of the
tank or through the pressureemperature relief valve coupling located on tfrent of the unit”
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Document Change History
Version 1.2March 8, 2013

Version 1.2-June 24, 2013

Page 7: corrected left/right references for 110V and 12V circuits on Thermostat/ECO assembly.

Page 8: added note about possible use of 12V relay to enekfjiPé electricity to water heater.

Page 9: added note about new electric heating
Page 14: added notes about Heartland use of brass fittings beginning early 2013 and likelihood

that units with 3 separatevadvs f or t he hot water bypass probat

=A =4 =4 =

Version 1.3-June 13, 2015

1 Page 5: add# note about checking for water in water heater by operating temp/pressure relief
valve.
1 Page 6: corrected left/right references for 110V and 12V circuits on Thermostat/ECO assembly.
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